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ELECTRICAL POWER DEVICES COOLING TECHNIQUE

BACKGROUND OF THE INVENTION

Field of the Invention
This invention pertains generzlly to electrical powexr
devices and mors particularly to an apparatus for cooling

electrical power devices.

Description of the Related Art

The power rating of pfesent—day electrical devices, such as
power tfansformers and motors, is 1imited by heat accumulation
due to resistive losses in the copper windings and, in the case
of' power transformérs, to losses from eddy currents and
hysteresis within the iron or ferrite cores. It is not generally
recognized that the magnetic flux within a transformer core
remains approximétely constant when the power output is
increased. It is therefore unnecessary to increase the amount of
iron or ferrite core material to increase the size of the |
transformer core in order to deliver more power. The trapped
heat produéed by the windings while operating at high_po&er is
the major limiting féctor for high poweé trénsformérs. |

Different approaches have been attempted to try and remove

heat from the core of power transformers. Some of these are the

increasing of wire size to reduce resistive losses; immersion of
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the transformer in circulating coolant o0il; air cooling of the
transformer windings; increasing the operating frequency of the
transformer to reduce windings; and increasing the thermal
conductivity of the insulating potting compound around the
transformer windings. All of these, however, impact on the
mechanical size and weight of the transformer designs limiting
the use of these applications. Without proper cooling the
efficiency and reliability of these transformers and motors are

considerably reduced.

SUMMARY OF THE INVENTION

The object of this invention is to provide an apparatus for
cooling high power electrical devices.

Another object of this invention is to provide a cooler
operating high power electrical device that is of light weight,
low cost, higher power density, and highly efficient design.

These and other objectives are obﬁained.by placing thermal
conductive strips bet&een the turn layers along the axis and
perpendicular to the turns of an high power electrical device,
such as a transformer or motor, which extends outside of the |
windings or between the laminates of the'core. The excess heat
is céﬁducted‘outward from tﬁe interior of the device albng.the

strips to the outside of the device's windings where it is

extracted from the. protrusions by means of a highly thermal-

conductive potting compound that has a short thermal path to a
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small heat sink.

BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 shows a cutaway view of a transformer with a
thermal conductive strip beﬁween layeré of wire turns around the
transformer core.

Figure 2 shows the temperature gradient for a transférmer
constructed utilizing current state-of-the-art techniques.

Figure 3 shows the temperéture gradient for a transformer
constructed utilizing a thermal conductive strip technique.

Figure 4 shows a cutaway view cf a transformer with a
thermal conductive strip between layers of wire turns around the

transformer core and a thermocooleri

Figure 5a shows an electric motor with a‘thermal conductive
Strip between windings of the motor.

Figure 5b shows a cutaway of a motors laminations with

thermal conductive strips interleaved between laminations.

DESCRIPTION OF THE PREFERRED EMBODIMENT

The apparatus for cooling a high power électrical device,
such as a transformer 10, as shown;iq Figure i,‘comprised of
varioué'cbre maﬁerials such as lémiﬁated irbn, ferrite, and other
core materials known to those skilled in the art. The
transformer core 12 is comprised of windings of ébnducting
ma;érial 14; preferably cépper wire, preferably insulated with
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KAPTON® type 150FN019, manufactured by DuPont of Wilmington, DE,
Oor similar material, wrapped around the transformer core 12.
KAPTON? type FN 1a a type HN film coated on one or both sides
with TEFLON® FEP fluorocarbon resin to impart heat sealability,
to prcovide a moisture barrier and to enhance chemical resisfance.
The KAPTON® prevents electrical shorts between conductors and
adjacent layers. Heat is dissipated from the transformer core 12
to ambient through a base plate 17.

A thermally conductive material, of strip, 16 placed in
preselected locations between the windings of éondncfive material
14, tre ends of which protrude cutside of the area covered by the
conductive material 14. In the example shown in Figure 1 of a
completed transformer 10, the thermally conductive material 16 is
1nsereed between every other layer of conductive material 14.

The thermally conductive strip 16, is preferably a high modulus
carbon graphite laminate material, such as an Amoco type KliOOX
pitch fiber processed by Composite Optics of San Diego, CA. The
laminate of the conductive strip 16 is highly éfficient in |
conducting heat along the fiber orientation which is
unidirectional. An alternatlve material for the thermally
conductlve strlp 16 is copper or a ceramlc, however these have
not been found to be as efficient in conductlng heat away from
the center of a device, such as the transformer 10, as the high
modulus earbon graphite laminate material. | “

The thermally.conductive stfip 16 normally has a smooth
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epoxy surface finish. To improve the thermal interface by as
much as 10%, the strips 16 must be lightly scraped with a sharp
instrument, such as a razor blade, to remove a small portion of
the residual epoxy and fibers left over from the manufacturing
process. After scraping, the strip 16 will appear dull with a
graphite appearance.

Because the thermally conductive strip 16 normally will have
sharp edges on the sides, a narrow glass tape (not shown),
approkimately 0.005 inches thick, 0.250 inéhes wide, and having a
voltage breakdown of approxima;ely 5 kV, such as 3M glass cloth
tape No. 361, a pressure sensitive, 7.5 mil tape good to a
temperature of 235°C, manufactured by 3M Electrical Products
Division of Austin, TX, is used to buffer the layers of the
windings 14 from the thermally conductive material 16 to prevent
damage to the winding 14 coating thereby shorting out the
transformer. |

The glass tape (not shown) is placed on the edge of the
thermally.COnducﬁive material 16 on both sides of the strip 16
and offset by one-half the tape width parallel to the strips 16.
In the art this technique is commonly referred to. as
"butterflying." ‘The application of ;he glass tépe (not sthn)
forms a wedge adjacent to the edge of the strip 16.

. A thermally conductive grease:(nst shewn), such as type.lzo—.
8, manufactured by Wakefiéld of Wakefield, MA, is placed in the
wedge formed by the tape (not éﬁown) and the.strip 16; a
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technique well known to those skillsd in the art. The strip 16
is installed into the core 12 on tcp of the thermal grease'{qet
shown) and a second application of the thermal g@eeaé { ot Shaws )
is used to cover the strip 16. The thermal grease (#o0t shown)
is placed.fesesé the two layers of glass tape (not shown) and-a
second piece of glass tape (not shcwn) is placed over the first
by‘starting at one edge and lowering the tape (not shown) to the
strip 16. A light pressure is used to encompass the two glass
tapes (not shown) toéether and make contact with the strip 16
sealing the thermal greasé'éﬁet shtewzl inside of the structure.
This is accomplished on both sides of the strip l6, as pfeviously
stated. Heat generated within thé transformer by resistive
losses in the windings of electrically conductive material 14 ;nd
due to eddy currents within the core 12 is conducted td the
porticons ofithe thermally conductive material. 16 pfotruding
outside of the windings of,éénaucfive meEterial 14 and in contact
with the ferrite core or iron_laminates"12._

Surrounding the transformer 10 is é high thermal-
conductivity potting compound 22, such as STYCAST® 28502 or
similar material. STYCAST® 2850 is a highly filled, castable
epox& systéem manufactured.by Emerson & Cumming, Inc. of
Lexingtoﬂ, MA. Pottiné of. the trénsformer'cére 12 is
accomplished by placing the completed wound copper-core in a mold
(not shown) in which potting compound 22 is molded around the
transformer core 12 to provide a short;thermal path to a base-
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plate main heat sink 17 where excess heat is dissipated to
surround atmoschere. The mold (not shown) with the transformer
10 and potting compound 22 is placed into an evacuated chamber
(not shown) until the potting compound 22 expands to the top of
the mold (not shown) and cured for approximatély two hours at
approximately 100 degrees centigrade. The vacuum atmosphere
withih the chamber (not shown) further forces the thermally
conductive epoxy (not shown) in and around the windings 14 of tﬂe
completed copper core and the mold profile, thereby, further
enhancing the heat dissipation of the stribs 16. The vacuum is
applied and reieased a number of times until the potting compcund
22 stops expanding to insure that very little air remains within
the windings 14 or mold assembly (not shown). This will
eliminate core failures due to corona. Additional'poétingr
compound 22 may have to be added to the mold (not shown) so as to
cover cémpletely the windings 14 when done.

The potting compound 22 on a transformer 10 is extended to

" the outer edge of the transformer core 12 on the base plate side

only. On the otﬁer side the potting compéund 22 need ektend only
past the outer edges of the thermally conductive materrsl 16.

To prevent mechanical stresses on the transforme}.?ore 12
due tb the expénsion of the pottiﬁg éompbund 22, the mold
assembly should be designed so as to provide a "head space" or
gap 23 between the potting compound 22 and the transformer core
12. In assembly this‘spaceris filled with‘a thermal heat sink
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strip , such as SIL-pAD?® 2000, manuiactured by Berquist of
Minneapolis, MN.

Alternatively, in place of the potting compound 22, the heat
may be conducted from the ends of the thermally conductive strips
16 by the use of a fan (not shown), a technique that is well
known to those skilled in the art:

In a design of a test transformer, a 2 kva (2 kW) power
transformer providing 1.2 1b/kW was conszructed using modern
state-of-the-art techniques well known to those skilled in ths
art. The design measures 3.02 inches bv 3.17 ihches by 2.22
inches, and weighed 2.4 pounds. 1In tescts, thé transformer
constructed according to state-of-the-art techniques, after 40

minutes, showed a windings temperature of 200°C at the center of

“the windings and suffered catastrophic failure due to excess heat

(Figure 2).

A duplicate transformer 10 weighing approximately 0.21 1b/kW
was constructed utilizing the technology set forth in this
ihvention with the K1100 conducti&e strips 16 placed withih the
windings 14 of the trahsformer. The desigﬂ measured 3;02 inches
by 3.17 inches by 2.22 inches and weighed 2.4 pounds. 1In tests,
the transfdrmer 10 with the thermally conductive strips 16 placed
alternatély between windings (Figure 1) sho&ed,'after‘ .
approximately 40 minutes, a windings 14 temperature of
approximately 70°C without failure (Figure 3). -

This invention allows for the reduction in size of a high
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powzxr transformers by a factor of 4 to 8 and raduction in

i

weight by a factor of 4 to 6, and an increass :in power density
by 5 to 10 in power. The efficiency of the transformer is
improved by max1mlzlng the heat transfer from the transformers
interior and minimizing voltage breakdown. Tha thermal
prorarties of each core 12 will dictate the guantity of thermally
condictive mesexial 16 required to lower the cransformer
temperature to a predetermined level, some testing may be
required to established the optimal amount ne*”ed‘to provide
proper cooling.

When additional cooling is required or tz raise the power of
a transformer 20, 22 shews 1 Figure %, a thermocooler 18 saon b
as a model CP2-127-06-7 made by Melcon of Trexnton, NJ.  may
applied to the outside of the transformer 20. The:thermocooler
18, wieh’or without a cooling fan (not shown). Control of the
thermocooler 18 may be such thet it could be turned on and off as‘
cooling demands raise and lower. The thermoccoler 18 may eitker
be attached to the:outer portions of the transformer 20 where it
could be easily removed for replacement, if reguired. 1In some
instances it may be des1rable to selertive control the operation
of the thermocooler 18, therefore a control device such as .a
timer (not shown) or'thermal switch (not.show:} may be.integrated
into the transformer 20 package to either increase the thermal

conductivity or decrease it by switching the thermocooler on or

off, as . desired.
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Although this embodiment has rteen dsscrired in relation zo
an exemplary device such as a transformer, the claimed invent:ion
may equally well be utilized in other types of electrical devices
where internal heat is a problem, such as motors, modulation
transformers, etc. The size of the transformer is not of
concern, it may vary from a small transformer used in switchizg
power suppliés to power transformers used in electrical:
distribution systems. Further, the frecguency of the electriczl
current within the devices to be cooled is irrelevant, e.g., 50
cycles to 400 cycles operate ths same thermally. Higﬁ frequency

transformers have higher copper losses due to skin effects. <—hi

1]

additional heat may also be removed by the thermally conductive
maie;;al,'as set forth in this invention.

. When applied to electrical motofs 30, as shown in Figure 5a,
pieces of tHermally conductive mafé?fai‘IS are placed between
windings of the motor 30 or interleaved into vertically stacked
motor laminaﬁions 32, as shown in Figure 5b. The internal heat

.

from the motor laminations 32 and winding5'36 is conducted from .

the interior of the motor 30 to the outer portions where the heat

is then dissipated through the motor case 34 to ambient
atmosphere.
Although the invention has been described in relation tc the

exemplary embodiment thereof, it will be understood by those

skilled in the art that still other variations and modifications

can be affected in the preferred embodiment without detracting
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from the scope and spirit of the invention as stated in the

claims.

11
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ABSTRACT

The apparatus for cooling a high power electrical
transformer and electrical motors uses thermally ccnductive
material interleaved between the turn layers of a nigh power
transformer and iron core laminates to provide a lcw rasistant
thermal path to ambient. The strips direct excess heat from
within the interior to protrusions outside of the-wiﬁdings (and
core) where forced alr or thermally conductive potting compound
extracts the heat. This techniqﬁe provides for a significant
reduction of weight and volume.along with a sﬁbsta:tial increase
in the power density while cperating at a modest elevated

temperature above ambient.
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